APECIFICATION FOR ULTRA-—-DIRECTIONAL 
ZOOMABLE INTERVIEWING 
PROFESSIONAL MICROPHONE 


Thank you for choosing series interviewing professional microhpones.Embodied 
with advanced controllable circuit and high quality condenser cartridge.the series 
are characterized to be uni—ulter—directional,high sensibility,and with good 
fecquency respondency,and are a best choice for business like media interview, 


conference,speech,siage,filming and television. 


1.SPECIFICATION AND CHARACTER 


kinergy Exchange :condenser 

Directional -uni—ultra—directional 

krequency Response :100-—16000Hz 

Outputlmpedance =: 1 KQ for short distance,2.3KQ or long distance 
Power Supply -DC-1.5V 


Sensibility -S—10Omv/pa for short distance, 10-—15mv/pa for long distance. 


2.MANIPULATION 


2.1 Load batteries properly accoring to the "+""—"marks on the microphone battery 
shell. fix the audio frequency output cable,and then cap the anti—wind foam. 
2.2 Switch on,and push the switch to the fist archive (TELE)for short distance 


application,or to the secong archive (NORMAL )for long distance application. 


3.REMARKS . 


3.1 Avoid facing sound boxes when used for indoor conference.and meanwhile 
adjust amplifier volume to avoid piercing noises. 


3.2 Remove batteries to avoid battery liquid corrosion when the microphone are 


not working. 
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